
Custom panel solutions

LARGE FLAT 
PANEL SOLUTIONS

www.lamcel.com

FOR YOUR UNIQUE DESIGN VISION
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Lamcel produces unparalleled, custom designed, aluminum honeycomb panel solutions 
for walls, ceilings, entrances and building cladding. Due to their aerospace inspired 
construction, the panels can be manufactured in sizes as large as 5' x 12' and remain 
flat, even with highly reflective finishes. There is never any oil canning or sagging with 
Lamcel panels because we custom design every application to make sure that it 
reflects your design vision perfectly.

Our unique design capabilities and manufacturing flexibility allow the panels to be 
returned through multiple sharp corners or be used as round column covers in complex 
panel shapes with multiple returns and curved surfaces. In each case, Lamcel is 
dimensionally stable, lightweight and very stiff, never compromising your chosen finish, 
be it painted or anodized aluminum, polished stainless steel, bronze, brass, copper, 
zinc, or natural wood veneer, chosen for your design space.
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HONEYCOMB CURTAINWALL PANEL

Colour coat or
anodized finish

Adhesive

Aluminum skin

Aluminum 
honeycomb core
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LARGE FLAT CLADDING 
AND CURTAINWALL HONEYCOMB PANELS

Lamcel Exoclad extends Lamcel’s reach to the exterior building cladding area and into the 
curtainwall itself to allow the migration of your architectural expression to the overall build-
ing exterior. Lamcel Exoclad’s aluminum honeycomb panels are designed to weather the 
outdoors from tropical heat to the frigid cold of the north, all with one lightweight and rigid 
design. Employing the maximum available thickness of 2", Lamcel Exoclad has been 
used as flood control panels in Miami Dave County. The building cladding section can be 
fastened directly onto block wall or steel studs with either the aluminum ‘Z’ clip design or 
the Lamcel “Zipper” attachment. Lamcel now offers a “Dry Gasket” sealing system to go 
along with the standard “Wet Gasket” sealing system.

Lamcel Exoclad is available in the full range of metal finishes, including aluminum, stainless 
steel, zinc, bronze, brass, copper (natural or pre-patina) and integrates functionality and 
technicality with a wide range of custom curtainwall designs. Lamcel Exoclad stays true 
and flat, with no oil canning or waviness, in sizes up to 5' X 12'!
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